Fire Rated Door

FIRE RATED
DOOR

UL 90 min 56'x24' Smoke Alarm 40+

LISTED & CERTIFIED MAX FIRE RATING STANDARD MAX SIZE RATED AVAILABLE SYSTEM INTERFACE YEARS EXPERIENCE

30 - 60 - 90 minute UL certified UL Smoke-Rated Available Fire Alarm - Smoke Detector 24 - 22 - 20 - 18 Gauge 56' Wide x 24' High standard
Fusible Link




(305) 698-3550 - sales@bestdoor.us

PRODUCT OVERVIEW

Fire Rated Door

The Fire Rated Door combines all of the durability and security of a standard rolling door with the added feature of UL Fire-Rated Protection. Heavy-duty

30/60/90 minute UL fire and smoke rated closures ensure that your personnel and property are protected in the event of a fire. Fire Door closures can be equipped
to accommodate interaction with existing Fire Alarms and Life Detection systems. Also available as a Shutter Design with a smaller slat profile to accommodate

tight headroom conditions.

30/60/90 Min. UL Rated

Heavy-duty UL fire and smoke rated closures
certified for 30, 60, and 90 minute fire ratings —
protecting personnel and property.

Fire Alarm Integration

Equipped to interface with existing fire alarms,
smoke detectors, emergency fire release, fusible

links, or any combination for automatic activation.

Controlled Descent Motor

UL approved fire motor allows the door to
descend at a controlled rate when activated. Fire
Chain Release Mechanism also available.

Wind & Hurricane Rated

Qualifies for wind, fire, smoke, and sound ratings.

Windlocks available for Hurricane Code doors
with additional components required.

Shutter Design Option

Available with a smaller slat profile counter
shutter design to accommodate tight headroom
conditions while maintaining full fire rating.

Custom Finishes

Mill finish, White, and Black standard.
Galvanized, Stainless Steel, Galvalume, Prime
Painted, and Powder Coated available upon

request.

FIRE RATINGS & LISTINGS

BOTTOM BAR

30 - 60 - 90 minute UL listed Single - double angle - tubular - T-bar
UL smoke-rated available Mill finish
Wind - sound (add'l components) Clear anodized - galv. - SS - powder coat

56" wide x 24" high standard
HOOD & COVERS

FIRE OPERATION When coil is exposed

UL approved - controlled descent Steel galvanized
Fire alarm - smoke detector - fusible link Round - square - hexagonal
Controlled descent - chain hoist op. SS - Galvalume - prime painted - powder coat

2.5" regular slat Weather & security protection available

MATERIALS & FINISHES COMPONENTS

Mill - White - Black Fusible link release

24-22- 20 - 18 gauge Smoke containment
Galvanized - SS - Galvalume - Powder coat Hurricane code compliance
F - Z - E - Pack-out configurations

Shop drawings provided

Request a Quote or Submittal Package

VIEW FIRE RATED DOOR -



https://bestdoor.us/products/fire-door/



