
ROLLING DOORS REVIT 

WORKING GUIDELINE

Rolling Service Door

Perforated Rolling Door

Vision Lite Door

Coiling Grille

Fire Doors

https://bestdoor.us/
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User need to select Type as Manual Operation

• Variable Dim. Parameters are as following

1. Clear Opening Width

2. Door Height

3. Shutter Opening Height 

(based on requirement shutter opening Height 

will be given and it will be Maximum to 

Door Height – 1’ set.)

4. Hood Depth & Hood Width

(based on requirement values given And 

Minimum it set to 1’6” to avoid Any 

functionality issues.)

• Variable Visibility Parameters are as following.

• Chain Operation or Crank Operation

Any one need to select for Manual 

Operation

• Chain/Crank Left Mount checkbox need to 

untick so  that chain/crank shift to Right Side.

• Door Slat Type  Dropdown option with 4 variant

1. Flat Slat

2. Perforated Slat

3. Straight Lattice

4. Vision Panel Slat

Manual Operation.
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Shutter Opening Height 

Door Opening Height 

Guide Width 
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Adjustable Chain/Crank Height

w.r.t Door Height 
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Motorized Operation – Face Mount & Wall Mount

Motor Left Mount checkbox need to untick 

for right side mount of motor
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Operation Mount

Left Mount Operation checkbox need to 

untick for right side mount of Operation
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Variable

Offset from door on each side

Provide in ascending values if all

3 are on together

All 3 has visibility option to turn on/off

As per requirements

Tension Wheel will on automatically

incase of manual operation and no 

chain/crank option selected on each side



Countertop Door
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Door Mounting height Will be 

used for countertop door case
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User must need to use Door Mounting Height Parameter so that all 

operation elements no get any height and just door gets updated.

Default Revit Sill height parameter need to be avoided

O
p
e
ra

ti
o
n 

M
o
un

ti
n
g
 h

e
ig

ht

Don’t Use Default parameter

To change in any Operation 

Element Height
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PRODUCT DATA WILL BE AVAILABLE UNDER IDENTITY CATEGORY

IDENTITY DATA

CLICK HERE TO VISIT COMPANY WEBSITE

CLICK HERE TO VISIT PRODUCT PAGE
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PERFORATED SLAT FLAT SLAT

DOOR SLAT TYPE ELEVATIONS

STRAIGHT LATTICE VISION PANEL


